
Super

110

80

The Super80  / Super110 is a full servo-driven Barfeed eliminating the 
need for compressed air

Unrivalled performance and accuracy, with a user friendly set-up, provid-
ing the solution for increased productivity from your machine tool
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BAR DIAMETER Round Bar Ø 9 - 110 mm
Hexagon Bar 7.8 - 95 mm

BAR LENGTH Max: 1530 mm (1230* mm)
BAR WEIGHT Max: 110 Kg
OPERATION Bar Feeding Servo Drive

Guide Way Supported Belt Drive  
Bar Loading Geared Motor

ACCURACY First Infeed ± 0.5 mm
Feeding ± 0.1 mm

PUSHERS Standard (3) Ø 13 - 18 - 25 mm
OPERATION PANEL Touch Screen Panel

Speci�cationsSUPER 110
Short Magazine Servo Barfeed

BAR DIAMETER Round Bar Ø 6 - 80 mm
Hexagon Bar 6 - 70 mm

BAR LENGTH Max: 1530 mm (1230* mm)
BAR WEIGHT Max: 70 Kg
OPERATION Bar Feeding Servo Drive

Guide Way Supported Belt Drive  
Bar Loading Geared Motor

ACCURACY First Infeed ± 0.5 mm
Feeding ± 0.1 mm

PUSHERS Standard (3) Ø 6 - 13 - 18 mm
OPERATION PANEL Touch Screen Panel

Speci�cationsSUPER 80
Short Magazine Servo Barfeed
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Material Rack

Shock Free

Positioning Bar
To The Spindle Center

Quick & Soft
Bar Loading
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